ndly brushless screwdriver lineup

Low voltage DC type

Variation chart

External dimensions can be viewed in DXF file format

m from the Hios homepage.
oPerates when connected to low voltage bc power A m B “ c Q-CR-ESD D EI *Special software is required to view DXF files.
B ! S e r i e s Anti-static Clean room and Screwdriver [Go to Electric Driver |»[DC Driver|»[DXF File]|
electricity Suction anti-static for screw ===\ .
features electricity features counter O WWVV.thS.00m

* The suction attachment sold separately. * Refer to p.9 for screw counters

o body Case
\@ g\\ghtwe,
Lever start type Two-way start type
BL-2000 BL-3000 Multi input type (AC 100V-240V)
— Power supply for BL Series
Dedicated power supply ensures maximum performance from the screwdriver.
@Low voltage output (HI: approximately 30V, LOW: approximately 20V) means reliable yet quiet operating noise.
S C E & @Power capacity has been increased over the previous model, providing a reliable source of power.
\ROPL 2WA D 1 @Two switchable stages HI/LOW are available for more accurate screw operations.
anti-static electricity is standard. L ROHS c E 9 P
Variations A | Anti-electrostatic specifications Variations
A B C D | Surface resistance is less than 104Q A B C D 7-'3OBL 7-'7OBL
— o o o - e o o o i i i i
Conductive resin is used throughout the body (Slngle power pomt) (Slngle power p0|nt)
“The switch uses expendable parts. Weight: 254g case, switch lever and screwdriver cord. Weight: 320g
) Compatible models Compatible models
i BL-2000/BL-3000 BL-2000/BL-3000
High speed type High torque type BL-5000/BL-5000-15
Two-way start type Two-way start type Two-way start type BL5000-20/BL-5020
BL-5000 BL-5000-15 / BL-5020 BL-7000/BL-7000HT
. BL-5000-20 . . BL-7000-20
o @I CE (W) - @I CE (W)
M Specifications M Specifications
. X Input power AC 100V-240V (47-63Hz) X . Input power AC 100V-240V (47-63Hz)
Primary side = Primary side =
WD cut sh WD cut sh WD cut sh Power capacity 40W Power capacity 70W
(M ;l;: 2°) § (Max:éuggs 2e) ] g t\/lax gégs ape) | 1S Secondary side output 2(30V), 1(20V) 2 stage switchable Secondary side output 2(30V), 1(20V) 2 stage switchable
in: »> in: > in: »>
m [RoHS 144 2WA m [RoHS 144 m [RoHS 143 External dimensions (mm) 62 x 134 x 40 (H) mm External dimensions (mm) 88 x 210 x 52 (H) mm
Weight (g) 300g Weight (g) 830g
Variations Power cord length(m) 1.8m (inlet type) Power cord length(m) 1.8m (inlet type)
A B C D A B C D A B C D ; 5 A 7 ; g A ;
ST ST l r ol =1 =i e l -y Accessories 2 mounting points, 4 mounting screws Accessories 2 mounting points, 4 mounting screws
48. 8 Weight: 360g 168 Weight: 360g 8.8 Weight: 360g . Plug
Type A/ 100V Type A-2/120V Type C/220V-240V | | Type BF / 220V-240V | | Type S/ 220V-240V
High torque type High speed type w
%
Two-way start type Two-way start type Two-way start type E@: g}%D %j
—_— _— — 0)
/ /
BL-7000 BL-7000HT BL-7000-20 Bl in
— —
. . . M Specifications
Waodo s Weaxodo > . | Vaxodo " .| Lever start type Model E= 2600 BL-3000 BL-5000 BL-5000-15 BL-5020 BL-7000 L L
Min: 236 Min: 236 Min: 336 Push-to start type Model BL-5000-20* BL-7000-20*
BumeE 2] M [RorsTd3 2] M [RorsTd3
N-m 0.02-0.2 0.2-0.55 0.2-1.2 0.2-1.2/0.2-1* 0.5-2 0.7-2.8 0.7-3.5/0.5-1.5*
o — e — g::.‘;lg g Ibf-in 017-17 17-48 17-10 17-10/17-8.7" 43174 6.1-24 6.1-30/4.3-13"
A B C D A BC D b A B C D e (kgf-cm) (0.2-2) (2-5.5) (2-12) (2-12) / (2-10)* (5-20) (7-28) (7-35) / (5-15)*
O} ROk NOL RO Weight: 640 ® o o o Weight: 640 OGN ROR ROX RO Weight: 640 Torque Switching Stepless Adjustment
eil el o el o
4 ¢ ¢ e ? e o Unloaded Rotation | HI 990 980 900 1,500 / 2,200* 750 960 700/ 2,200*
578 578 578 Speed (rp.m) £10% || ow 650 680 590 1,000/ 1,500" 500 630 500/ 1,500"
. . . Sy Sie Small Size Screw 1.0-2.3 1.7-2.3 2.0-3.0 2.0-3.0/2.0-3.0 2.0-4.0 2.6-5.0 2.6-4.0
@Output torque guide (during HI input) (mm) Tapping Screw 1.0-2.0 2.0-2.3 2.0-3.0 2.0-2.6/2.0-2.6 2.0-3.0 2.6-4.0 2.6-4.0
BL-2000 BL-3000 BL-5000 BL-5000-15 / BL-5000-20 BL-7000 BL-7000HT ; ' ' Hios H4 or Hios H4 or Hios H5 or Hios H5 & Hios H5 &
BL-5020 BL-7000-20 BitType Lkt Hios H4 or 1/4HEX | 5 ey or 1/4 HEX | 5HEXor /4 HEX | 5HEXor1/4HEX | 5HEXor 1/4 HEX | 5 HEX or 1/4 HEX*!
T-30BL O O
) P Pack
3‘2"5‘ Spring color‘\v g.g ,;‘.'5“ gg' - ’;’5" ower Pacl T70BL o) o o o 0o 0 0
! " ] y BL-5020 30 - /| BL-7000HT Bit, A +#0(p2X40mm) | +#0($2.5X40mm) | +#1(b4X40mm) | +#1(b4X40mm)
0z B : Va 25 - 30 / 1 of each +#0($2.5X40mm) | +#1(d4X40mm) +#2(b4X40mm) | +#2(d4X40mm)
(installed) 0.6 whis | |, 15 / » » 05 ] / Hios Hs +#1(¢b5X60mm) +#1(¢5X60mm) +#1(¢5X60mm)
0.15 OB 7 FLETRE : / > > +#2($5X60mm) | +#2(¢5X60mm) +#2(¢ 5X60mm)
VA
04 1.0 VA BL-5000-20 | 15 20 . BL-7000-20 § +#1($5X50mm) +#1($5X50mm) | +#1(d5X50mm) +#1($5X50mm) | +#1(d5X50mm) +#1(¢5X50mm)
0.1 vellow 99 /] ,’ / 2 1/4 HEX +#2($5X50mm) +#2(¢5X50mm) | +#2(d5Xx50mm) +#2(¢5X50mm) | +#2(¢5Xx50mm) +#2(¢5Xx50mm)
e Gz 05 == == 3 —(65X50mm) —($5X50mm) —(65X50mm) —(65X50mm) —(65X50mm) —(65X50mm)
0.2 0.5
g.gz // 0.1 0.2 0.5 1.0 7 2 Spring yellow
002 V] ' 02 o5 Cord Length 2m (5P) ESD Design 1.5m (5P) 1.5m (5P) 1.5m (5P) 1.5m (5P) 2m (5P) 2m (5P)
123465678 12345678 12345678 12 3 4 123456780910 123456780910 Hexagonal L-shaped wrench 5mm, 1piece 5mm, 1piece 5mm, 1piece 5mm, 1piece 5mm, 1piece
Torque Scale Torque Scale Torque Scale Torque Scale Torque Scale Torque Scale #10nly 1/4 HEX is available for BL-7000HT.






